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AUTOMATIC DRILLING & TAPPING UNITS (Please specify relationship of bushing plate to spindles)
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SELECT ANY SPINDLE CONFIGURATION BETWEEN MINIMUM & MAXIMUM CENTER DISTANCE.

SPINDLE GEAR

SPINDLE GEAR —

SPINDLE GEAR

TWO SPINDLES

FOUR SPINDLES

SPINDLE GEAR — .
IDLER GEAR

DRIVE GEAR
1.348 DIA. MIN. B.C.

IDLER GEAR

DRIVE GEAR

1.607 DIA. MIN. B.C.

IDLE GEAR

DRIVE GEAR

TWO SPINDLES

THREE SPINDLES

FOUR SPINDLES

MULTI-HEAD 2, 3 OR 4 SPINDLES
UP TO 3/8" CAPACITY IN MILD STEEL

IDLER GEAR

DRIVE GEAR

SPINDLE GEAR
IDLE GEAR

6.250 DIA. MAX. B.C.

SPINDLE GEAR
IDLER GEAR

DRIVE GEAR

6.250 DIA. MAX. B.C.

DRIVE GEAR

2.044 DIA. MIN. B.C.
6.250 DIA. MAX. B.C.
NO. OF DRILL CAPACITY MINIMUM MAXIMUM HEAD WEIGHT W/ | HEAD WEIGHT W/O
MODEL | SPINDLES | IN MILD STEEL | BOLT CIRCLE | BOLT CIRCLE | BUSHING PLATE BUSHING PLATE
MH1002 2 3/8” 1.348" DIA. 6.250" DIA. 32 Ibs. 25 Ibs.
MH1003 3 3/8" 1.607" DIA. 6.250" DIA. 35 Ibs. 28 Ibs.
MH1004 4 3/8" 2.044" DIA. 6.250" DIA. 38 Ibs. 31 lbs.
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Call Hypneumat for application engineering assistance.




